





TERASU* Smartlighting
terrace projectors
combine robustness and

luminous power

to illuminate your pool surrounds,
your patio or create both decorative
and safety features.

Made from 316L stainless steel, TERASU* Smartlighting deck projectors can
be integrated just as easily into a wooden deck as into tiled deck thanks to
their flush mounted box.

Available in 3 lighting versions

ma e
505427 60 mm Warm white 4000k 390 lumens 3 6 W
505434 60 mm Amber 230 lumens 3 6W
505441 60 mm Royal blue 120 lumens 3 6 W

Fitted with a 2-metre HOS5RNF cable,

the patio projectors are supplied in a kit with
3 flush-mounting heads and 1 waterproof
electronic connection box.
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EQUIPMENT
& ACCESSORIES

FOR SWIMMING
POOL

AND GARDEN

Discover the Smartlighting range of com-
plementary equipment for swimming pools
and gardens from SEAMAID, designed for
perfect installation. Take full advantage of
all the features of the SEAMAID application
with the IZZYBOX control module!

Connect your old pool and garden lights
easily with the universal relay module and
ensure optimum watertightness of your
cable connections thanks to IP68 water-
proof connectors and housings.




1ZZYBOX IZZYBOX

is the communication and P o EN
management module |

that is installed on the =24V (DC) power
supply of SEAMAID’s Smartlighting

lamps and projectors. \

Wall-mounted or mounted directly on the DIN rail of an
electrical box, IZZYBOX activates automatically when the
luminaire circuit is switched on.

Connected via WiFi to the local internet
box, IZZYBOX is in permanent contact
with the luminaires installed and
provides the link with the SEAMAID
application.
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504000 65 x90x20 mm Black
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POWER SEAMAID offers you
SU ppLY ready-to-use~230V(AC)/-24V(DC)

power supply units
UNITS to power your Smartlighting pool

and garden lighting system.

SMARTLIGHTING ENCLOSURES ARE AVAILABLE IN 3 VERSIONS

MAX
REF. SIZEQD pOWER OUTPUTS DESCRIPTION
Contains 1 LED power supply
504512 270x250x160mm 150 W 1 ~230V/=24\//150W, 1 powerline filter 150W,
1 Izzybox
Contains 1 LED power supply
504529 362x500x160mm 300 W 1 ~230V/=24\/300W, 1 powerline filter 300W,

1 Izzybox

Contains 1 LED power supply
504536 362x500x160mm 600 W 2 ~230V/=24V/600W , 2 powerline filters
300W, 2 Izzyboxes

Housed in an IP65 enclosure

with window, these cabinets

are fitted with a special
double-insulated LED power
supply, a PLC filter for
communication between
Izzybox and the luminaires
connected to the extra-low
voltage circuit and Izzybox.
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Would you like to control Id iy Vit

ould you like to control your o - "

pool or garden lights with your =< LAY
, : 1C

It couldn’t be simpler: DULE

connect them 1 by 1 or by

Smartlighting installation?
grouping them together to ‘ |
SEAMAID’s Smartlighting ‘ y

universal relay module

and control their lighting using the
application.

TECHNICAL DATA

MAX CONNECTED  CURRENT

A2 SIZED COLOR  cyRRENT VOLTAGE TYPE

505601 66x67x25mm Black 8A 12V - 230V AC/DC

SMART
LIGHTING N

FOR INSTALLER ONLY

(SEAMAID

-

VOLTAGE
—24V

(bQ)

RoHS
Reach

2-YEAR

GUARANTEE

0
IP22

el

b




STABILISED

- POWER SUPPLIE

&CP
FILTERS

- - = +
% )
. IN

SEAMAID

SMARTLIGHTING
PLC FILTER

uT1 ourz2

out
%% %%
+ — + —

Stabilised power
supplies

MAX INPUT OUTPUT

REF: NAME POWER  VOLTAGE  VOLTAGE

MEANWELL XLG

504482 150-24-A 150 W ~230V (AC) =24V (DC)

MEANWELL XLG
320V-24-A

MEANWELL HLG
600H-24-A

504390 300 W ~230V (AC) =24V (DC)

504451 600 W ~230V (AC) =24V (DC)
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SEAMAID Smartlighting

PLC filters

don DIN rail are installed at the
=241/ (DC) output of the electronic
power supply.

REF. SIZEQ COLOR POWER

504543 90 x 34 x 60 mm Black 150 W

504505 90x68x60mm Black 300 W

These filters maintain good
communication between
the equipment connected to
the very low voltage circuit.

= 0
VOLTAGE
=24V @ P22

(bC)

RoHS | |2-vEAR c € UK
Reach | |GUARANTEE Cn




REF.

504338

IP68 INSULATING GEL BOX

DESCRIPTION

Insulating gel box for cable
up to 3x6mm?

1P68 CONNECTION BOXES

REF.

505656
505663
505670
505687
505694

NUMBER OF
CHANNELS

2

3
4
5
6

MAX.
VOLTAGE

24A - 450VAC
24A - 450VAC
24A - 450VAC
24A - 450VAC
24A - 450VAC

CABLE
SECTION

0,5 - 2,5mm’
0,5 - 2,5mm’
0,5 - 2,5mm’
0,5 - 2,5mm’
0,5 - 2,5mm’

GAIN
DIAMETER

5-9/9-12mm
5-9/9-12mm
5-9/9-12mm
5-9/9-12mm
5-9/9-12mm

CONNECTORS



GROUP |7




LAYOUT DIAGRAM LEGEND

LOCAL INTERNET BOX

=24\/(DC) POWER SUPPLY BOX+ CPL FILTRER + 12ZZYBOX d
> Fef. 504529 = ZOOWU -evevevreeemerremeerememrememseuresesseaeeresessesessessescssesessesesscsed "\_.

@ Cable tray n°1 > Total connected load 106W

2 adjustable projectors YOKO, RGB > ref. 5050271 (@)oo pages 18-19

> Max. power 2 x 16W = 32W

2 ASAHI recessed floor projectors, Amber > ref. 505311 @ pages 20-21

> Max. power 2 x 6W = 12W

1 HINODE wallwasher, CCT > ref. 505397 ([ )
> Max. power 16W

1 YOKO adjustable projector, RGB > ref. 505021 @)oo
> Max. power 16W

e Cable tray n°2 > Total connected load 54W

1 TERASU terrace projector kit, Royal Blue > ref. 505441 O -------------------
> Max. power 6 W

GROUP | 6

3 TAIYO swimming pool projectors, RGB > ref. 502891 .
> Max. power 3 x 10W = 30W

3 ASAHI ground recessed projectors, Amber > ref. 505311 O -------
> Max. power 3 x 6W = 18W
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Are you a professional
specialising in swimming pool construction or renovation,
landscaping or electrical work?

FLASH THE QR CODE
and take part in the training
and qualification programme.

| YOUR DISTRIBUTOR |

ALPHADIF
901, avenue Alphonse Lavallée - BP355 - 83077 Toulon Cedex 9 - France

+33 (0)4 98 04 62 95 - contact@alphadif.net
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www.seamaid-lighting.com



